
Permeable Boardwalk
Whitacre Greer 
Permeable Clay Pavers 
are based on our award-
winning Boardwalk 
pavers.  The entire line 
is ADA compliant and 

available in the full palette of colors, 
including custom blends of standard 
colors.  These pavers are 3 inches thick 
to stand up to both pedestrian and 
vehicular traffic.

•	 11% Void Space
•	 ADA Compliant - Joint width 3/10"

•	 Available in all standard colors 
•	 Also available in a multi-shade  
	 recycled product
•	 Colorfast clay product
•	 Qualifies for LEED credits
•	 Storm water management
•	 Reduces Runoff
•	 Traps pollutants
•	 Eliminates water ponding

*	When installed using industry standard best practices.  Consult an  
	 engineer for hydrology and load-bearing design considerations.

Features*

WHITACRE GREER
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LEED DATA*

Printed on recycled paper with nontoxic ink.

Curb

Permeable Boardwalk 
Paver

Open-Graded Base

Geotextile (Optional)

Soil Subgrade

Bedding Course

Credits SS 6.1 and 6.2 Stormwater Design:  
Quality Control

Whitacre Greer Permeable Boardwalk Pavers 
reduce runoff and increase on-site infi ltration.

Credit SS 7.1 Heat Island Effect Non-roof

Whitacre Greer shade 30, 32, 33, 36, 50, 52, 53 
and 54 pavers have a Solar Refl ectance Index 
of 29 or greater.

Credits MR 4.1 and 4.2 Recycled Content:  10 and 20%

Whitacre Greer pavers have a post consumer 
recycled content of up to 6.25% depending on 
color.

Multi-shade Permeable Boardwalk Pavers are 
produced with 100% pre-consumer recycled 
material.

Credit MR 5.1 and 5.2 Regional Materials:  10 and 
20% Extracted, Processed & Manufactured Locally

The shales and fi reclays used in the 
manufacture of Whitacre Greer pavers are 
mined in Northeastern Ohio near Alliance, OH 
and within a 500-mile radius of many major 
metropolitan areas.

*Consult the U.S. Green Building Council for credit details


